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APPENDIX B
INTERPRETING AND TAILORING MIL-STD-2549

Questionsthis Appendix will Answer ? Para.
1. What isthe purpose of the data model? B.2
2. What is adata model? What does it consist of? B.2, B2.1-B2.3
3. How does the data model aid in the communication of configuration management B.2, B.2.1-B.2.3
information?
4. How can the Government acquisition manager specify the configuration B.3

management information requirements to be included in an RFP/Contract?
5. How can a contractors automated configuration management system be evaluated [See 5.3]
to determine if it is adequate to meet the Government’ s information needs?

B.1 Scope.

This appendix provides guidance on the use of MIL-STD-2549. MIL-STD-2549 has two distinct purposes. The
first purpose is to provide a standard conceptual schema or data model for the Government CM Process. The
second purpose is to provide the means of defining specific information to be directly input into a system designed
in accordance with the data model, known asa CM AIS by tailoring the information packets defined in MIL-STD-
2549.

The Integrated Definition (IDEF)1x modeling technique used to define its configuration management data model is
explained for afunctional manager (as opposed to a data processing professional). Only those aspects of IDEF1x
modeling necessary to read and interpret the key based entity relationship level (MIL-STD-2549 Appendix B
Figures) and the fully attributed level (MIL-STD-2549 Appendix B Tables) are discussdd-or a detailed
exposition on IDEF1x refer to FIPS 184.]

Guidance for tailoring the information packets defined in MIL-STD-2549 is provided in Section 6 and Appendix A
of MIL-STD-2549. This Appendix, in conjunction with Section 5 of this handbook, provides additional guidance
and examples to aid in the appropriate selection of the applicable sub-packets necessary for given configuration
management information to be supplied..

B.2 Data Model Principles and Concepts

An IDEF1x data model depicts information requirements within a defined scope. It answers the question, "What
kinds of information must be available to perform a defined task?” The model is not a system design, nor does it
reflect the user interface, rather as shown inFigure B-1, it is the conceptual basis for both, known as a conceptual
schema.

A conceptual schemais considered alogical data base as opposed to a physical database because it explains logical
relationships. Like a performance specification for a product, it enables different solutions (physical data bases) to
be implemented. Its purpose is to standardize the information elements so that data can be shared between the
Government and any other user systems which employ the schema, regardless of their specific individual system
data base designs. Additionally it provides a basis for mapping an existing systems elements to the Government’s
information requirements.
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® A conceptual schema is a model of the structure and
relationships of data

® Independent of any user presentation format or physical
data base

® Business rules view of the data

Figure B-1. Role of the Conceptual Schema

B.2.1 Specific Concepts, Features and Business Rulesin the CM Data M odel

The following outlines some key concepts, features and business rules of the CM data model that may be helpful in
understanding some of its complex relationshipg.Detail: M IL-STD-2549, Section 4]

Current Document Control AuthoritfCDCA) and Application Activityconcept[See 4.1.1.1]
Document/Document repr esentatioparadigms
- A document is uniquely identified by a combination of document source (e.g., cage code),
document identifier and document type plus a revision identifier
- Each document iteration (revision) has one or more document representatiorjiSee 7.2.1]
which are identified by document identifier, document representation identifier and document
representation revision identifier
- Each document representation is comprised of zero or more files (a paper representation has
no files but the word processing file that produced it does)
- The same file can be used by different documentation representation revisions of a given
document as well as by representations of a different document.
Generic document concept [See 7.3.1]
Part paradigm
- A partisany physical item identified by its design source and a part identifier
- A physical part is always defined by an associated design document or model. Part models
have revisions (versions) and associated files
- A partidentifier; the part identifier can be, but typically is not, the same as the identifier of the
design document or model. The design document revision identifier is not part of the part
identifier if the design source is a CAGE or an organization, but may include it if the design
source is a company hame.
Softwar eparadigms
- For purposes of Configuration Management, software is treated by the data model as though it
were a document rather than as a part. Conceptually software is considered a document of the
type “software”.
- Software relationships are captured by the data model only at the end item (CSCI) level
- Each softwarerevision (version) isidentified with arevision identifier
- Source and executable code are treated as different document representations of the same
software revision
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B.2.2 Model Representation and Components.

The IDEF1x standard defines the standard way the elements of the data model (entities, attributes and
relationships) are represented in the components of the model (entity tables, graphic entity relationship diagrams
and the data element dictionary).Figures B-2through B-8illustrate how to interpret the information contributed
by each of these elements and components. For those familiar with physical databases, it isimportant to note that
entities and attributes in the conceptual (logical ) database) do not map one-to-one to physical databases and fields,
but are similar in concept.

entity

entity name
= SPECIFICATION / S1 — number
entity key specification-cage-code (FK) (table)
attributes specification-identifier(K)
specification-type-code
entity non- specification-title
key - y,
attributes Y

entity box

Entities - Objects such as people, places, things, or concepts about which information is maintained.
»  Entities are diagrammed as boxes with the entity name and entity table reference number [See Figure B-6.]
above the box. Each entity box has a corresponding Table.
» A square-cornered box is an independent entity - identified by one or more key attributes (keys).
»  Around-cornered box is a dependent entity identified by one or more keys inherited from another entity.

Entity Names - Each entity in the diagram is uniquely named with singular nouns or compound (hyphenated) noun
phrases which capture the concept or idea of the entity. Entities names are shown in upper case letters,

Entity Example - The entity SPECIFICATION represents a set of program documents with common features, about
which the organization wants to gather and preserve information. The features which are common to the group of
specifications, such as, title, identifying number, date of release, revision letter, etc. are its attributes. [See Figure B-3]

Figure B-2. Representation of an Entity

Attribute - Characteristic of an entity representing information about an entity that is maintained. Attributes are shown
inside the entity's box on the diagram.
»  Key attributes, shown above the horizontal line, uniquely identify a specific instance (single occurrence) of
the entity (for example, a given specification among all specifications in a file.)
- (K) indicates the primary key attribute of an entity
- (FK) indicates an inherited attribute called a foreign key
- (AK) indicates an alternate key, i.e. another key that may be used to uniquely identify an entity instance.
- Only the primary keys (keys) are used for migration [See Figure B-4. Relationships]

»  Non-key attributes, shown below the line, represent additional information associated with the entity
»  For clarity the key attributes and inherited non-key attributes are shown for a given box. The entity tables
document all attributes associated with a particular entity.

Attribute Name is a unique singular, lower-case nouns or compound (hyphenated) noun phrase
»  Naming convention defined in DoD 8320.1-M-1, Data Element Standardization Procedures
»  Attribute names in the entity boxes are abbreviated descriptions.[See Figure B-5, Relationships - Role Naming]

Attribute Examples - Some attributes of the entity SPECIFICATION are: specification identifier, title and revision letter.

Figure B-3. Representation of an Attribute

B-3
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Relationship - A business rule describing how entities interrelate in the performance of organizational activity. A
data model in MIL-STD-2549 (the graphic diagrams and related table descriptions) constitute an IDEF1x model at the
fully-attributed level in which. precise business rules are defined by the relationships between entities:

» Relationships are depicted as connecting lines
between entities

» The entities and their relationships can be read as
sentences. The verb or verb phrase written on or near
the line states the business rule for the relationship

» The connecting relationships at these levels are
termed as specific. Non-specific (many-to-many)
relationships are not allowed. [See Associative entity
relationships, below.]

Relationship Examples -
» A SPECIFICATION may define a PART
» A PART may be defined by a DRAWING

entity name —_

- foreign
specification-cage-code (FK) keys
child specification-identifier (FK) migrated

entity

table
SPECIFICATION / S1 -
specification-cage-code (FK)
specification-identifier(K)
{

)
cardinality has iterations— reI%t‘leogrs hip
T phrase

SPECIFICATION-REV/S2

parent
entity —

specification-revision from

J parent

»  Each CAGE may be the design activity for zero, one or many SPECIFICATIONS

Relationship Types - The relationship lines indicate the type of identity relationship between the entities and the connection
(migration-inheritance rules) between keys of the entities. A Relationship line between two entities may be solid or dashed,

and has a solid ball at the terminal end.
»  Relationships are read toward the solid ball
—In all MIL-STD-2549 relationships the solid ball is the
child end
— Each child must have at least one parent, except in an
optional non-identifying relationship
» Asolid line represents an identifying relationship .
—The child’s keys (set of identifying attributes) include
the key attributes of the parent as foreign keys, i.e., the
parent's keys are migrated to the child.
» Adashed line represents a non-identifying
relationship:
— The child entity is existent-dependent on the parent
entity, but is identifier-independent
— All the foreign keys inherited from the parent are non-
key attributes of the child, or the parent’s keys
migrated to the child are split into key and non-key
attribute

» A diamond symbol (<~) at the parent end of a dashed
connecting relationship line identifies an optional non-
identifying relationship :

—The child is existence-independent of the parent; an
instance of the child may occur without a related
instance of the parent

— The parent’s keys may be inherited as non-key
attributes

- CAGE /XC8
cage-code (K)

Inherited | id li
atribute is is design activity for <:| ﬁj%lrlgi f“yr:ﬁg
primary key * relationship

SPECIFICATION / S1 —_
cage-code (FK)
specification-identifier (FK)
(
DWG/B1
|’cage -code (FK) |
drawing-| |dent|f|er

keys spllt |nto ' may

key & non-key - define
attributes

DWGDEFINEDPIN
cage-code (FK)
part-identifier (FK)

drawing- |dent|f|er (FK)

i

Dashed line-
Non-
Identifying
relationship

@
_]
)
~ CI/XC6

ci/csci-designation-identifier (K)

> Optional
I may be <:| Non-
é depicted by Identifying

elationship

-

key inherited as
non-key
attribute

DRAWING / B1
drawing-cage-code (FK)
drawing-identifier (FK)

ci/csci-designation-identifier (FK]

)

Figure B-4. Entity Relationships, Page 1 of 2
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Relationship Cardinality - indicates the number of instances or entries that a child entity may havein relation
to its parent entity, asfollows:

Notation Number of instances — CONTRACT/ XC1 —_—
Zero, one or many contract-identifier (K)
—— QP One or many (P for positive)
—07 Zero or one may
— o\ Exactly N, where N is positive Associative order
———@ N-M Arange where: entity relates CIORDER/SC20
II\\‘/I ISa ze_rtc_) or positive integer many contract-identifier (FK)
IS positive contracts to cilcsci-designation-identifier
many Cls on (FK)
aone to one . <
Assgciatiye Entity Relationships - "l_vlany-t(_)-_many"_ basis | m}ére% by
relationships are resolved by associative entities which - CI/XCE e
make it possible to identify each instance of an entity. ﬁ'é)csc"des'g”at'on"dent'f'er

Entity Categories Relationships - Categories are used when the same kinds of information are kept about a item, but some
things differ depending on status, type, or some other feature.
» The category symbol is a circle with one or two lines under it.
—Two lines indicates that all of the possible categories have been listed.
—One line indicates that there may be other categories, but they are not all listed
» A category discriminator is an attribute that distinguishes one category entity from another.
—Itis always an attribute of the item being categorized (generic entity)
— It may, or may not, be a key attribute
»  The relationship is always read from the generic entity to the categories entities, as "may be"/"either-or," as in
"The ECP at a revision may be either a preliminary or a formal ECP".

- CONTRACT/ XC1 -
ecp-cage-code (K)
ecp-identifier (K)

l

CPREV/ s
ecp-cage-code (FK) cage-code ~ CAGE / XC8
ecp-identifier (FK) H
ecp-revision (K) has different cage-code (K)
S cateqor values for
cateqoty /disc?im%ator each role
symbol \Leqﬂype attribute name is design is originator of
r 11 \ activity for ;
PRELECP/ FORMECP/
ecp-cage-code (FK) recp-cage-code (FK) ) DRAWING / B1
ecp-identifier (FK) ecp-identifier (FK) design-activity-code.cage-code
ecp-revision (FK) ecp-revision (FK) (FK)
— drawing-identifier (FK)
originator-cage-code.cage-code
(FK)

Role Naming - When a relationship exists that causes a key to be migrated more than once into the same entity, the
inherited attributes are given role names in the child entity to avoid confusion. Role names may also be used with single
occurrences or a combination of inherited attributes to be more precise or place the attribute in the proper context.

Figure B-5. Entity Relationships, Page 2 of 2

B-5
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The end result of applying the techniques described previoudy is a set of relational tables which contain the logical
definition of a database and the business rules associated with the data. Therelational tables describe the logical
relationship of data elementsfor the database (i.e., the what) not the physically implemented database (i.€., the how).

Example: Table B2, Engineering Drawing Revision (DWGREV)

¥ table description and rules

This table contains the unique identifier of the engineering drawing revision and
attributes of the drawing at each revision.

a. Theinitial issue of the drawing must be entered as a dash (-) revision.

b. The engineering drawing revision identifier must be one or more letters
excluding |, O, Q, S, X or Z.

c. If thevalue of SECM03XS2is"N", the value of SECM04B2 must be
blank; for all other values of SECM03XS2 the value of SECM04B2 must be non-
blank.

d. If thevalue of SECM05XS3is"N", the value of SECM06B2 must be
blank; for all other values of SECM 05X S3 the value of SECM06B2 must be non-
blank.

e. DataElement Code CAGEXXXCS for the roles of custodian-cage-code,
contractor-proprietary-rights-cage-code, copyright-owner-cage-code, assumes the
identities DWGCUSB2, SECM04B2, and SECMO06A2, respectively.

f. If the value of Data Element Code SECM10XS6 is not "U", then
SECM03XS2 must be"Y". data element dictionary index number

data element code AY)

N CODE DATA ELEMENT TITLE DED KEY
DWGCAGB1  engineering-drawing-design-activity-

cage-code-identifier 017 FK
DWGNUMB1 engineering-drawing-identifier 058 FK
DWGREVB2  engineering-drawing-revision-identifier 130 K
_______________ A keyattributes

non-key attributes W

DWGTTLB2  engineering-drawing-title-text 055 m*
DWGSHTB2  engineering-drawing-total-sheet-quantity 156
DWGSIZB2 engineering-drawing-sheet-size-code 175
CAGEXXXC8 engineering-drawing-current-design-

activity-cage-code-identifier 017 FK,0?
DWGCUSB2  document-custodian-cage-code-identifier 017 FK
SECMO01XS1  security-classification-abbreviated-code 133 FK
SECMO03XS2  contractor-proprietary-right-license-restriction-code 082 FK
SECM04B2 contractor-proprietary-rights-cage-code-identifier 017 FK,O
SECMO05XS3  copyright-license-restriction-code 082 FK
SECMO06B2 copyright-owner-cage-code-identifier 017 FK,O
SECMO7XS4  distribution-code 053 FK
SECM08B2 distribution-controlling-office-code 167
SECM09XS5  export-controlled-information-abbreviated-

warning-code 182 FK
SECM10XS6  technical-data-government-rights-code 131 FK
CIDESGXC6  configuration-item-designator 149 FK,O

Yanon-key attribute is mandatory % key is optiona

Figure B-6. Entity Tables
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All the entities and attributes used in the data model and the characteristics about each attribLLik
necessary to unambiguously define and describe it are included in the Data Element Dictionary (DEL}),
Appendix C of MIL-STD-2549

Example: Data Element Definition - CAGE Code | dentifier.

data element definition (DED) reference number

v
v DED name (corresponds to
v K attribute name in table)
DED DED TITLEor ROLETITLE
Definition and Legal Values (if any) Type Jst Dec Size
0001 commercial-and-government-enterprise -identifier-code C F 5
N data element field form
& definition (See Note 1 below)

The standard code which represents and/or denotes a commercial or government entity or
enterprise that manufactures and/or controls the design of items supplied to a Government Agency.
United States and Canadian entities are designated by a commercial and government entity
(CAGE) code while North Atlantic Treaty Organizations (NATO) are designated by an NATO
Supply Code for Manufacturing (NASCM). Codes are listed in the Defense Logistics Agency
Handbook H4/H8. This code has formerly been known as the Code Identification (Code Ident) and
the Federa Supply Code for Manufacturers (FSCM). Must be digits or uppercase letters excluding
the letters | and O (source of requirements: DLA Handbook H4/H8.) This DED is used in the

following Tables: 003, 034, 035, 104, 212. € cross reference to

This DED is used as part of the following DED string(s): where the DED is used
DED TITLE

0245 modification-kit-product-identifier

K role name & definition (one of many)
assembly-design-commer cial-gover nment-enter prise-identification-code

The CAGE which denotes the design activity responsible for the design of an assembly. This
DED is used in the following table(s): 236, 239, 293, 369.

Notes:
1. HELD FORMAT
Type B = bit-map FXPT = Fixed point number
C = any ASCII characters (1.3,-2.59, 0.003, etc)
D =date | = integer (1, 2, 3, -5)
FLPT = floating point resl S =gtring of separately defined fields
number (3.25E-5, 5.3x10™ concatenated in indicated order
Judtification (Jst) L =Léeft, R =Right, F=Fixed - those which occupy entirefield

Decimal placement (Dec) Number of characters to the right of the assumed decimal point

Size Number of character positions, if lenth is variable, maximum is shown

Figure B-7. Data Element Dictionary



QOWoO~NOO O hWN

NNNNRPRRRRRERRRRR
WNRPROOWONOUDMWNER

COORDINATION DRAFT MIL-HDBK-61 -APPENDIX B 3/31/97

entity table

beentered asa  dash (-) revi sion.
q - one or more letters
Entity Name
CM04B2 must be blank; for all other

ueof SECM@B2 must be nonblank.
MENT TIT E KEY
ing-drawing-diisign-activity-
code-idenilier 017 FK
) s Y vl ==

D DED No. data
dictionary

s represene by ED TITLEor ROLE TITLE
G

-l

Dec Size
5

1 mmercial-and-ggvernment-enterprise -identifier-code

itter|stepmkinet elfthre desi i idd o TeAtgnay]
I i ities are designated by a commercial and government entity]

H Freaty Organizations (NATO) are designated by an NATQ
Attribute Names SCM). Codes are listed in the Defense Logistics Agency
erly been known ase the Code | dentification (Code Ident) and

the Federal Supply Code for Manufacturers (FSCM). Must be digits or uppercase |etters excluding
the letters | and O (source of requirements: DLA Handbook H4/H8.) This DED is used in thg

following Tables: 003, 212.
of the followig DED string(s):
DED TITLE
d t 0245 modification-kit-product-identifier
mOdeI assembly-design-commer cial-gover nment-enter prise-identification-code
- The CAGE which denotes the design activity responsible for the design of an assembly. Thi
g raph IC DED is used in the following table(s): 236, 239, 293, 369.

Figure B-8. Relationship of the Model Components

B.2.3 Suggested Approach to Reading CSA Modd Diagrams

Each diagram represents a view of one subset of the data model. At first glance some of the diagramsin MIL-STD-973,
Appendix | may seem overly complex. This complexity is brought about by the multiple relationships that exist in the
Configuration Management data itself and the various existing business rules related to this data. However, familiarity
with the basic principles given in prior sections and use of the guidelines below are intended to reduce this complexity.
The steps given below are suggested in reading the model diagrams.

1.Review the diagram as a whole to gain a familiarity with the topic being covered; scan it to gain a familiarity with the
subject but avoid trying to understand it all-at-once. The title of the diagram indicates its subject area and the Table
Descriptions delineate what the tables represent.

2.Look for the central table(s) of the diagram and determine groupings of related tables that connect (are related) to the
central table(s); Note for example that all of the tables directly related to a drawing are labeled by a number beginning
with the letter "B". In many instances the table numbers and titles may be used to help establish groupings.

3.Sdect one of the groups and proceed from the centra table to each related table. Refer to the Table Descriptions to
resolve abbreviations used in the diagrams and to determine the detailed contents represented by the table boxes.

B-8
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B.3 Tailoring MIL-STD-2549 Information Packets

The primary purpose of MIL-STD-2549 isto standardize CM data elements and relationships so that eventually
CM systems, regardless of their operating systems, input/output design, type of computer data base, or location,
will have a common basis for exchanging pass CM information. To accomplish that purpose, the standard provides
adata model (Appendix B of MIL-STD-2549) and data element dictionary (Appendix C of MIL-STD-2549). It
also provides the means for defining the CM information that must be acquired to populate a CM data base. With
cancellation of MIL-STD-973, MIL-STD-2549 will be the only DoD source document for CM data requirements.
The data acquisition components of MIL-STD-2549 are Data Information Packets which follow Section 6,
Appendix A which provides tailoring guidance, and associated data item descriptions which are listed in Section 6.

MIL-STD-2549 is designed to enable the Government tasking activity to order CM information from either
contractors or other government performing activities. The data requirements for associated with MIL-STD-2549
congtitute the total set of information that would be needed to fully populate every field in atotal fully utilized CM
data base constructed in accordance with its conceptual schema. They also encompass the aggregate information
needs for all phases of a program life cycle. Obviously all of this datais not invoked for a single contract or tasking
directive, only a carefully selected sub-set is applicable.

The forward and scope of MIL-STD-2549 clearly state that the standard cannot be invoked on contract as a whole
and that if it is cited as a requirement in a contract, without tailoring, the requirement is not binding. MIL-STD-
2549 is not intended to be directly referenced in a contract or tasking directive The only way that it is to be invoked
is through the data requirements of the contract.

This section contains supplementary information considered too detailed and explanatory to be contained in the
MIL-STD. It describes the methodology and gives guidance on how to select appropriate data items to put on
contract or in atasking directive. This action is an important part of the CM planning proces$See Section 2 and
Appendix A]The elements involved in the process and their use are described ifi able B-1, and illustrated in
FiguresB-9, 10 and 11

Table B-1. Elements in Tailoring MIL-STD-2549

Tailoring Element Where Located Purpose/Use

O Table Al Appendix A Provides guidance on types of data to select for ordering Purpose is to limit
CM data across the program life cycle so that data is only ordered when
applicable. Since there is variability or overlap in the functions that is
performed in the various 5000.2R phases, selection considerations are keyed
to the table’s design maturity line which reflects the type of activity performed.
The selection criteria are categorized by, non-reparability or reparability, and
then whether the acquisition is performance or design based. In each column,
for each item of data listed, the selection guidance is blank (normally not
required), E (essential), R (Recommended) or O (optional). For simplicity
recurring data /revisions which may occur later in the life cycle are not shown
but are implied. Table A-l provides a Para. Ref. to Item @

® Tailoring Para. Appendix A, Provide selection and tailoring guidance for each data type listed in Table A-l.
Para. 4.2 These paragraphs provide further definition of the data type and amplify its
through 4.8 purpose and use. They also provide tailoring guidance and include to Items ©

and ®

® Tailoring Tables Appendix A, Provide a decision process for arriving at the specific references and language
Para. 4.2-4.8, to specify in the SOW or tasking directive, and Contract Data Requirements
Tables A-ll List (CDRL). The decision criteria vary by type of data but generally are related

through A-XIV to whether originals or copies are required, delivery or access is desired,
electronic data interchange is to be acquired, whether the acquisition is internal
to the military component or external (acquired by contract). At the exit end

B-9
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Table B-1. Elements in Tailoring MIL-STD-2549

Tailoring Element

Where Located

Purpose/Use

(right column) of each table are references to ltem @

® Tailoring Notes Appendix A, These alphabetized notes provide recommended language to be specified in
Para. 4.2 - 4.8, the Statement of Work (SOW) or Tasking Directive as well as the specific DID
in sub-para. © and DIP/Sub-Packets @ to be invoked.
“Tailoring”
® Dataltem Referenced in Seven DIDs are referred to in MIL-STD-2549. These DIDS refer to an
descriptions (DIDs) | Section 6 associated DIP, and list the sub-packets that are included in the DIP. ®
® Data Information DIPs1-10 The data information packets are tables that provide:
Packets (DIPs) (In MIL-STD- The data elements (fields) for selected data types and sequence of
2549 hetween data element transmittal@,
Section 6 and The labels (tags) ® to precede each data element in the transaction
Appendix A) string and.
References to specific instructions regarding the field content®
The packets are organized into sub-packets, each of which is represented as
a column (1A, 1B, etc.). The sub-packets in a given packet represent data that
share common data elements.
Note: DIPs 8 through 10 represent requirements that apply to all or most data
and are invoked automatically as part of the fields referenced from the other
DIPs. DIPs 8 through 10 do not have corresponding DIDs.
© Sequence and Data | Each DIP Common names for the data elements are used wherever possible. A given
Field Names field applies to each sub-packet as indicated by the Blank, M (Mandatory) or O
(Optional) listed in the sub- packet column. The sequence numbers provide the
order of transmittal; fields that do not apply to the specific sub-packet are
omitted from the transaction.
®  Field Labels Each DIP Each data element in the transmittal stream is preceded by a tag that identifies

the location for the data element in the model. Placing the data in that field will
populate the parent and child relationships of that entity as well. The tag
consists of a table number (Appendix B entity table) and element identifier.
Where there are variables depending upon sub-packet or other parameters,
further references to footnotes, to the DIP table and to content instructions ©
are given.

© Data Field Content
Instructions

References in
the DIP Table
Right hand
column.

These instructions are provided to clarify the content of the fields, for example,
which Table.element applies for a given sub-packet, which Table.element
applies in a given circumstance, which fields are repeated as a set when there
is more than one instance of a data element, etc. References are made to
paragraphs within the DIP to entity tables in the data model (Appendix B) and
to specific DEDs in the data element dictionary (Appendix C), as required to
discriminate or determine acceptable values.

B-10
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(1) Table A-1. Guidance on types of data to order
Life cycle phase PD&RR I EMD I P, F/D& OS
Design maturity System Allocated Design Definition Production Operational
definition definition Support
Nonrepairable (NR) / repairable (R) NR R NR R NR R NR R
Performance Based (P) or Design Based (D) p p p D P P D P [} D [} [} D
[ ParaRef. ) Type of darta (CDRL Sub-title)
\A _4_2,2/’ Program-unique system specification E A~
Program-unique top level allocated /E E E L — T
) performance specification — - g
Program-unique lower level allocated { E &
\performance specification 1 . .
Vogram-unique product design specification Indicates deqreg 1o WhICh data
F‘i/cisionsto previously delivered E E should be considered:
SPa)‘ifications E = Essential
A423 Stadardization documents [e] -
A424 | Soft\are & software administrative R= Reclommended
inforr\ation O = Optional
A.4.25 | Softwake support documents

A43 Paperle} hardware des
A441 | Gen

Para. providing selection and tailoring _guidance: @ Note to Tailoring Table Cites:
® | . Selection - When and how data are typically used

« Tailoring (e.g Tables A-ll through A-XIV) ©

+ SOW/Tasking Directive language
+ Applicable Data ltem Description

_ ggﬁ]\i,g%l,so(;r&ggf: ¢ CDRL Tailoring invoking
— Electronic (Yes/No) —Applicable Data Information

Packet/Sub-packet (DIP)
- Specific tailoring instructions

Internal tasking or External Buy
- Other pertinent discrimintors for the subject type
of data
- Reference to Notes for tailoring SOW,
Internal Tasking Directive, CDRL

Figure B-9. Selection and Tailoring of CM Information Using MIL-STD-2549 Appendix A

I A4222 @  Taloring. Totailor, decide (1) if the Government wants to buy the originals (including all
i rights to change those originals after the contract is ended) or copiaél (with, or without, the right to review/adopt
I changesto those originals during the life of the contract), (2) if the program-unique specifications are to be

delivered to the Government repository, or if perpetual accessis to be provided by the performing activity, and (3)
whether or not to buy electronic CM data about the program-unique specification% See Table A-l1I for tailoring |
guidance. |

@® TableA-lll. Tailoring guidance for program-unique specifications.
Purchase | Delivery or | Purchase | Internal
originals | access electronic | tasking or
or copies CM data External buy | See paragraph
Originas | Delivery Yes Internal A.4.222a4,.c, and f.
External A4222a.cand g
No Externgl—— \\
Access Yes

No Example

Copies | Deliven— o

i g. Inthe CDRL,attach the completed DD Form 2554-8 form and specify delivery according to DI - i
! CM AN-81544, Subpacket 1B Specify that DIP9 sequence 33 must be blank and sequence 34 is ‘

Figure B-10. Tailoring Paragraph and Table Examples lllustrating DID/DIP References
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W

Select Data Types

Public reporting burden for this collection of information is estimated to average 110 hours per response, inciudi
searching existing data sources, gathering and maintaining the data needed, and completing and reviewing the
regarding this burden estimate or any other aspect of this collection of information, including suggestions for red

iq DI information Oy Reports, 1215 Jeferson Davis Highway, St
to the Office of and Budget, Paperwork Reduction Project (0704-0188) W

TTITLE

PRODUCT/ASSET CONFIGURATION INFORMATION

3. DESCRIPTION/PURPOSE
3.1 Product/asset configuration information provides arecord of the configuration,
assemblies as they are delivered and provides a continuing record of their configt
actions are completed.

2 APPROVAL DATE
(YYMMDD)

5. OFFICE OF PRIMARY RESPONSIBILITY(OPR) | 6a DTIG R

DO

Applicable
Referenced ®
Table A-ll
through XIV
(Fig B-10)

Tailoring Tables

7. APPLICATION/INTERRELATIONSHIP

7.1 This Dataltem Description (DID) contains the format, content
Configuration Information resulting from the work task d
acquisition and support of systems, equipment, softw;

7.2 Itisnot intended that all of the requirements containe
be tailored to the minimum acceptable data requirement
information subpacket selection and ordering guidance

7.3 Subpacket 3C should not be ordered if DI-E-21478A j

8 APPROVAL LIMITATION | %. APPL\CA7/

10. PREPARATION INSTRUCTIONS

T FRERTO — Reference to
. erence DocumentsT| he appllcab[ql )
S e mdensy Applicable DID

o Tailoring Notes

o and Data

10.2.6Subpacket 3F Changes as ar i
o e e g Information

10.2.8 Subpacket 3H Replacement/ @ S u b PaC ke t

SOW or
Tasking
Directive

® TABLE DIP3-I. Product/Asset Data I nformation Packet

Seq # ‘ Field Name Information Packet Numb \ Data Element L abel !:r]t)srtrcogggmn; e
Table.Element instructi
o SA) 3B 3C 3D 3G | 3H a e (8] (9]
5 Part/material name M 206maTNAM200 or Appendix C, DED 0191 and
210.MATNAM 209 DED 0113
f——
6 NSN 200NSNNU o  Appendix C, DED 0049
7 Product-tracking b dentifier 200.BASNUMS500 or Appendix B, Tables 500
i 210.BASNUMS0d through 511 and Appendix C,
Sub-packet: Read |_DED 0056
8 hfinind down column for 053.DOCNUMO020 and DIP3.2.1.c

. . 053.DOCTY PO10, or
required Fields 104 DOCNUM02Q

104.DOCT Y3 ;
106.MA 03, or References to Entity

20, P21, or © Tablesand Data
Footnote to {UMO20 and Element Dictionary

O-Table

4
Use Table 210 for items identified by part

Sequence
of Data

Fields

ver and Table 200 for items not ideng grt number.

5 If the part/material design enterprise type code (sequence 1) is'CAG' and the

document type 'DWG'; use Table 104 for document type 'P-SPEC'"; use Tablg
design enterprise type code is 'CAG' and the item is not identified by a part, Se Table 106 for document type 'P-SPEC'; use Table
434 for document type 'STDDOC'. If the part/material design enterprise t 'ORG' and the item is identified by a part number, use
Table 211; if it is not identified by a part number, use Table 201 € D3 design enterprise type code is 'COM' and the item is

ified by a part numbeseurable 053 for
Ocument type 'STDDOC'. |f the part/material

Reference to paragraph providing

Examples © field content instructions

c. Enter the identifier and type of the document which defines the part or material. for MATDOC fields, see Appendix C, DED 0192: for paired DOCNUMI
and DOCTY P fields, see Appendix C, DEDs 0003 and 0004; for paired fields DOCIDN and DOCTY P, see Appendix C, DEDs 0122 and 0004; for field
MATNAM, see Appendix C, DED 0191 }

Figure B-11. Invoking and Tailoring Data Information Packets

B-12



